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By using SS08 you can easily turn your smartphone into a professional binaural audio recorder.
Each mic captures the sound right next to the ear canal within the pinna. This results in an 
extremely realistic sense of the space where the recording was made. While recording, your 
hearing is not impaired and you can forget about mics while you are enjoying the sound of the 
performance. Just plug SS08 into your phone and you are ready to capture 3D sounds at the 
highest quality level.

SS08 features a very low power consumption and 
it is directly powered by your mobile device. The 
gain of each channel can be set within  a  52 dB 
range, allowing for a perfect signal level matching 
under any condition.

SS08 is compatible with Field Recorder, a 
powerful Android app that allows you to easily 
manage your recordings.
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Under a policy of continuous improvement, Optivelox reserves the right to make unannounced changes to the specifications 
of the products described in this document.

SS08 is compatible with Android apps Field Recorder and 
UARecorder, both available on Google Play Store

Technical specifications

SAMPLING RATE
44.1 kHz, 48 kHz, 96 kHz, 192 kHz*

BIT DEPTH
16 bit, 24 bit

GAIN
-12...+40 dB

MIC ELEMENT
Electret condenser, omnidirectional
SNR: 60 dBA @SPL=94 dB
SNR: 80 dBA @SPL=94 dB (SS08P)

FREQUENCY RESPONSE
20...20000 Hz

MAX SOUND LEVEL
140 dB
132 dB (SS08P)

DYNAMIC RANGE
98 dB
105 dB (SS08P)

POWER SUPPLY
Self powered by USB (5V/35mA typ @48k)

COMMUNICATION INTERFACE
Micro-USB connector

OPERATING TEMPERATURE
0°...40°C working (RH max 85% at 25°C)
20°...60°C storage

ENCLOSURE
Aluminum frame

DIMENSIONS
70 mm x 20 mm x 6 mm (main body)

WEIGHT
~40 g

*Mono only

Ordering codes:

- SS08P 

- SS08

Details of the microphone capsule used in left channel

Note: SS08P is a high-end audiophile version of SS08. 
Particularly, it differs from SS08 in having:

- Improved A/D-Converter (7dB lower noise)
- High-end mic capsules (20dB lower noise)
- Distortion-free film capacitors along the analog signal 
paths
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